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§173.188

(f) In fiber drums (1G) with inner
metal receptacles which have a posi-
tive (not friction) means of closure and
contain not more than 15 kg (33
pounds) each.

(g) In specification cylinders, as pre-
scribed for any compressed gas, except
for Specifications 8 and 3HT.

[71 FR 78632, Dec. 29, 2006, as amended at 78
FR 1088, Jan. 7, 2013]

§173.188 White or yellow phosphorus.

Phosphorus, white or yellow, when
offered for transportation or trans-
ported by rail, highway, or water, must
be packaged in water or dry in pack-
agings conforming to the requirements
of part 178 of this subchapter at the
Packing Group I performance level, as
follows:

(a) When placed in water, it must be
packaged in specification packagings
as follows:

(1) Steel, aluminum or other metal
boxes (4A, 4B or 4N) or wooden boxes
(4C1, 4C2, 4D, or 4F) with:

(i) Inner hermetically sealed (sol-
dered) metal cans, enclosed in other
hermetically sealed (soldered) metal
cans, or

(ii) Inner water-tight metal cans con-
taining not over 0.5 kg (1 pound) of
phosphorus with screw-top closures; or

(2) Steel, aluminum or other metal
drums (1A1, 1B1 or 1N1) not over 250 L
(66 gallons) capacity each or steel, alu-
minum or other metal drums (1A2, 1B2,
or 1N2) not over 115 L (30 gallons) ca-
pacity each.

(b) When dry, it must be cast solid
and shipped in packagings as follows:

(1) Steel, aluminum or other metal
drums (1A2, 1B2 or 1N2) not over 115 L
(30 gallons) capacity each, or

(2) In projectiles or bombs when
shipped by, for, or to the Departments
of the Army, Navy, or Air Force of the
United States Government, without
bursting elements.

[Amdt. 173-224, 556 FR 52643, Dec. 21, 1990, as
amended at 56 FR 66271, Dec. 20, 1991; 78 FR
1088, Jan. 7, 2013]

§173.189 Batteries containing sodium
or cells containing sodium.

(a) Batteries and cells may not con-
tain any hazardous material other than
sodium, sulfur or sodium compounds
(e.g., sodium polysulfides, sodium
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tetrachloroaluminate, etc.). Cells not
forming a component of a completed
battery may not be offered for trans-
portation at a temperature at which
any liquid sodium is present in the cell.
Batteries may only be offered for
transportation, or transported, at a
temperature at which any liquid so-
dium present in the battery conforms
to the conditions prescribed in para-
graph (d) of this section.

(b) Cells must be protected against
short circuit and must consist of her-
metically sealed metal casings that
fully enclose the hazardous materials
and that are so constructed and closed
as to prevent the release of the haz-
ardous materials under normal condi-
tions of transport. Cells must be placed
in suitable outer packagings with suffi-
cient cushioning material to prevent
contact between cells and between
cells and the internal surfaces of the
outer packaging, and to ensure that no
dangerous shifting of the cells within
the outer packaging occurs in trans-
port. Cells must be packaged in 1A2,
1B2, 1N2, 1D, 1G, 1H2, 4A, 4B, 4N, 4C1,
4C2, 4D, 4F, 4G, 4H1, 4H2, 3A2, 3B2 or
3H2) outer packagings that meet the
requirements of part 178 of this sub-
chapter at the Packing Group II per-
formance level.

(c) Batteries must consist of cells se-
cured within, and fully enclosed by a
metal casing so constructed and closed
as to prevent the release of the haz-
ardous materials under normal condi-
tions of transport. Batteries may be of-
fered for transportation, and trans-
ported, unpacked or in protective pack-
agings that are not subject to the re-
quirements of part 178 of this sub-
chapter.

(d) Batteries containing any liquid
sodium may not be offered for trans-
portation, or transported, by aircraft.
Batteries containing liquid sodium
may be transported by motor vehicle,
rail car or vessel under the following
conditions:

(1) Batteries must be equipped with
an effective means of preventing exter-
nal short circuits, such as by providing
complete electrical insulation of bat-
tery terminals or other external elec-
trical connectors. Battery terminals or
other electrical connectors penetrating
the heat insulation fitted in battery

586



		Superintendent of Documents
	2014-11-19T06:46:38-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




